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Equipment required:

– 4 mm Allen wrench

1. Position the Allen wrench in the hex seat on top of the passive degrees of freedom.

2. Turn the wrench so that the adjustment level indicator corresponds to the level
chosen in the table above.
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4.5 Adjustment of assistance level

Different assistance levels can be set on the MATE-XT. The value of the assistance
level must be chosen by the user by looking at Tab. 4.5. This table was created by taking
into account parameters such as height and body mass of the potential user group.

The Torque Generator Box can offer eight different and increasing levels of assistance
from 1 to 8.

The use of an incorrect assistance level may cause discomfort but no harm to the user.

The assistance level value is a parameter that can be changed depending on the user
who is wearing the device. The adjustment of the assistance level can also be carried
out when the device is worn and during routine work.

Tab. 4.5 - Range of assistance levels in relation to height and weight of 
the user

Weight
50 55 60 65 70 75 80 85 90 95 100

H
ei

gh
t

150 1 1 1 1 2 3 4 5 5 6 7

155 1 1 1 1 3 3 4 5 6 7 7

160 1 1 1 2 3 4 5 5 6 7 8

165 1 1 1 3 3 4 5 6 7 7 8

170 1 1 1 3 4 5 5 6 7 8 8

175 1 1 2 3 4 5 6 7 8 8 8

180 1 1 3 4 4 5 6 7 8 8 8

185 1 1 3 4 5 6 7 8 8 8 8

190 1 2 3 4 5 6 7 8 8 8 8

195 1 3 4 5 6 6 7 8 8 8 8

200 1 3 4 5 6 7 8 8 8 8 8
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Fig. 4.3 - Close view of the adjustment seat on the Torque Generator 
Box and the assistance level indicator

Required instruments:

– 6 mm Allen wrench

1. Position the Allen wrench in the hex seat on the Torque Generator Box.

2. Turn the wrench so that the adjustment level indicator (Fig. 4.3) corresponds to the
needed assistance level.

A sub-optimal adjustment of the assistance level may cause discomfort but no harm to
the user.
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Fig. 4.4 - Assistance Level Setting
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5. USE
This chapter contains the following topics:

– Precautions for use;

– Wearing procedure;

– Installation of belt extenders;

– Adjusting the front buckle;

– Undressing procedure.

5.1 Precautions for use

Before starting to use the device, check the integrity of the wearable interface and the
cleaning of the exposed mechanical parts that make up the pDOFs and the Torque
Generator Box.
In particular, in order to avoid malfunctions, check that the sliding elements on the
Torque Generator Box and on the pDOFs are free of dust and debris.
For the most suitable cleaning procedure, refer to par. 6.2 Cleaning of rigid parts on
page 48.
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5.2 Wearing procedure

The MATE-XT is designed to be worn and undressed by a person independently.
During the first wearing it is necessary to be helped by a trained person who can speed
up the understanding of the process, and help to find the best combination of the
available adjustments. 

Try to wear and undress the device independently for 3 times in the presence of a
trained person in order to become familiar with the procedure.

Preliminary instructions
• Do not wear the device in direct contact with the skin, and make sure that

clothing is appropriate: do not wear too loose-fitting or too tight clothes. We
recommend the use of a well-close-fitting cotton t-shirt or shirt.

• Ensure that the locking mechanism on the TGB is in the LOCK position.
• Make sure the Velcro belt is open, as well as the adjusting straps (component

6 in Fig. 3.2).
• Pull the Velcro belt from both ends to get its maximum length.

Fig. 5.1 - Opening and extending the ends of the Velcro belt
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• Adhere the Velcro ends of the adjusting straps to the Velcro belt.

Fig. 5.2 - Velcro end positioned on the Velcro belt
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• Open the straps of the arm supports.

Fig. 5.3 - Opening of the base arm support strap and momentary fixing 
of the strap on itself
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Wearing
1. Lift the MATE-XT by gripping it from a shoulder strap and wear it as a backpack.

Fig. 5.4 - First phase of wearing the MATE-XT

2. Fasten the Velcro belt.

3. Adjust the tension of the Velcro belt by pulling the adjustment mechanism. Attach
the Velcro ends to the belt to block it from slipping.

Fig. 5.5 - Closure of the Velcro belt and adjustment of its tension

Correct wearing requires that the lumbar pad is positioned on the lumbar curve of the
spine (so that the MATE-XT can lie on the iliac crest), and that the upper part of the back
support rests on the shoulder blades.
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The Velcro tensioning belt is adjusted by pulling the laces with the Velcro ends visible in
Fig. 5.5. By pulling and loosening them, it is possible to adjust the tightness of the belt
for different users and body sizes.

4. Repeat the following steps for each arm:

a. Unlock the locking mechanism of the Torque Generator Box.

Fig. 5.6 - Unlocking the locking mechanism of the Torque Generator 
Box
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b. Bring an arm into contact with its support

c. Rotate the torque generator box so that it supports the arm.

Fig. 5.7 - Torque Generator Box activation procedure

d. Close the arm support strap.

Fig. 5.8 - Closing the base arm support strap
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5. Close and tighten the front buckle.

Fig. 5.9 - Closing the central buckle
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5.3 Installation of belt extenders

5.3.1 Belt extender of the Velcro belt
The MATE-XT (size L) is supplied with belt extenders for the Velcro belt to be installed
if required, depending on the circumference.

Follow the reference table:

Fig. 5.10 - Illustration of the installation of the belt extenders on the 
Velcro belt

To install the belt extender, attach the Velcro end “A” of the belt to the end of the belt
extender “B”, making sure that the two parts overlap completely.

Tab. 5.1 - References for belt extender installation

Waist circumference Number of extenders

Less than 98 cm (3.21 ft) not necessary
from 98 cm to 135 cm (from 3.21 ft to 4.43 ft) 1
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5.4 Adjusting the front buckle 

Further adjustment of the height and length of the front buckle may be necessary.
Bringing the shoulder straps together and away prevents the possibility of relative
slippage between the shoulder straps and the user's arms.

The position of the front buckle can be adjusted according to the various body shapes
by sliding it on the padded shoulder straps. Even its length can be adjusted making it
more or less tight to the user's chest.

Fig. 5.11 - Adjusting the front buckle
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5.5 Undressing procedure

1. Open the support strap of one of the two arms and attach it on itself as shown in
Fig. 5.12.

Fig. 5.12 - Opening the base arm support strap

2. Move the corresponding arm backwards.

Fig. 5.13 - Arm in back position

The following operations must be repeated for both arms separately.
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3. Lock the locking mechanism of the corresponding Torque Generator Box.

Fig. 5.14 - Locking the TGB locking mechanism

4. Open the front buckle.

Fig. 5.15 - Opening the front buckle
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5. Detach the Velcro ends of the adjustment straps, and attach them laterally to the
Velcro belt.

Fig. 5.16 - Opening the adjustment straps of the Velcro belt

6. Open the Velcro belt.

Fig. 5.17 - Opening the Velcro belt.
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7. Remove the MATE-XT by pulling it out by the padded shoulder straps.

Fig. 5.18 - Last phase of the MATE-XT undressing
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6. CLEANING AND MAINTENANCE OF THE 
DEVICE
This chapter contains the following topics:

– Sanitisation;

– Cleaning of rigid parts;

– Cleaning of fabric parts;

– Procedure for removing the fabric parts;

– Procedure for reassembling the fabric parts;

– Scheduled maintenance;

– Spare parts list.

6.1 Sanitisation

– To sanitise the MATE-XT parts, we recommend the use of a spray with max. 60%
alcohol concentration.

– Sanitisation can also be carried out on a daily basis.
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6.2 Cleaning of rigid parts

– Clean the rigid parts and exposed mechanical components of the MATE-XT device
using a dry or lightly soaked with water cloth and neutral soap. 

– Do not use aggressive cleaning agents, gases, alcohol or diluents.

– Any grease escaping from the enclosures is a sign of deterioration of gaskets. As
it is a food-grade grease, it can be removed without special precautions, but more
careful maintenance should be carried out promptly.

– Check that the sliding elements on the Torque Generator Box and on the pDOFs
are free of dust and debris.

Fig. 6.1 - Detail on the sliding elements of the TGB and the pDOFs
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6.3 Cleaning of fabric parts

All fabrics and padded parts can be disassembled and washed. 
After a daily use of the device, we recommend a cleaning frequency of approximately
once a month, following these instructions and procedures:

– Washing instructions for fabric parts.

6.3.1 Washing instructions for fabric parts
Use the instructions described in par. 6.4 Procedure for removing the fabric parts on
page 50 to disassemble the washable parts from the device.

Use the following directions to wash the fabric parts of the wearable interface:

– Machine wash cold;

– Do not bleach;

– Dry flat;

– Do not iron;

– Do not dry clean;

– Do not tumble dry;

– Use delicate soaps, do not use fabric softeners.

Wash the various components individually using a laundry bag, making sure that the
Velcro connections are closed.

Once washed and dried, use the procedure in par. 6.5 Procedure for reassembling the
fabric parts on page 53 to reassemble the wearable parts on the device.

It is also possible to wash the soft parts directly on the MATE-XT without disassembling
the device, using a fabric sanitiser spray (see par. 6.1 Sanitisation on page 47). 
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6.4 Procedure for removing the fabric parts

Removing the fabric parts requires separating the parts from constraints such as Velcro
and buckles. 
The necessary steps are shown figuratively in the following procedure.

Step 1:
– remove the right shoulder strap.

Step 2: 
– remove the adjustment strap from the 

buckle.

Step 3: 
– release the aluminium buckle.

Step 4:
– open the lumbar pad using the 2 press-fit 

buttons.
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Step 5:
– remove the lumbar straps from the 

structure using the Velcro parts;
– separate the Velcro parts from the ones 

present on the movable parts of the 
lumbar support.

Step 6:
– separate the Velcro parts from the ones 

present on the movable parts of the 
lumbar support.
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Step 7:
– remove the padding from the T-structure 

attached by Velcro.

Step 8:
– release the Velcro strip from the loop and 

the slot of the aluminium support;
– remove the fabric arm support by pulling 

it out of the housing;
– repeat the operation on the right and left 

sides.
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6.5 Procedure for reassembling the fabric parts

Reassembling the fabric parts requires joining the parts with constraints such as Velcro
and buckles. 
The necessary steps are shown figuratively in the following procedure.

Step 1:
– insert the right-side arm supports.

Step 2:
– insert the left-side arm supports.

Step 3:
– pass the Velcro strip through the slot in 

the aluminium support and then through 
the loop in the fabric arm support;

– close on the other part of the Velcro 
present (right side).

Step 4: 
– pass the Velcro strip through the slot in 

the aluminium support and then through 
the loop in the fabric arm support;

– close on the other part of the Velcro 
present (left side).
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Left shoulder strap

Right shoulder strap

Step 5: 
– insert the strap into the slot on the carbon 

structure, passing it from the inside to the 
outside;

– turn it back towards the plastic buckle.
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Step 6: 
– insert the straps of the right and left 

shoulder into the T-structure;
– then insert them into the buckles as in 

step 1 and step 2.
The white mark of the strap must be
visible towards the plastic ring. 

Step 7: 
– on the right side, insert the aluminium 

buckle into the second slot from the top of 
the plastic lumbar structure.

Lumbar structure

Step 8: 
– by means of Velcro, place the Soft Cover 

back (CR82458605) on the carbon 
T-structure. 

Be careful when aligning the Soft
Cover with the carbon T.
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Step 9:
– mount the movable parts on the lumbar 

support by inserting them into the 
appropriate slots and turning them 
outwards to fix them.

Step 10: 
– insert the lumbar pad into the plastic 

holder.
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Step 11: 
– mount the lumbar straps by matching 

their Velcro parts to the floating parts of 
the plastic structure of the lumbar 
support.

Step 12: 
– repeat on the right side.

Step 13: 
– close the lumbar pad fastening it with the 

2 press-fit buttons.
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6.6 Scheduled maintenance

Scheduled maintenance carried out at the specified intervals will ensure long and
reliable operation of the MATE-XT.

6.6.1 Inspection of the fabric parts (pHRI)
Check the integrity of the fabric parts annually. 
After one year of daily use of the device it may be necessary to replace some of the
fabric parts of the pHRi. 

To remove the worn-out fabric part, proceed as usual for cleaning and washing
operations (see Procedure for removing the fabric parts) and replace the damaged part
with the original spare part listed in par. 6.7 Spare parts list on page 59.

6.6.2 Inspection of the mechanical parts (TGB and pDOF)

Please refer to COMAU for technical assistance and scheduled maintenance
(www.comau.com/mate).

Frequency Required activity Reference

Every year
Inspection of the fabric parts (pHRI) par. 6.6.1
Inspection of the mechanical parts (TGB and pDOF) par. 6.6.2

The frequency of scheduled maintenance interventions depends on the working
conditions of the device. 
However, it is advisable to always carry out a scheduled maintenance operation when
the 12 months of use are reached.



CLEANING AND MAINTENANCE OF THE DEVICE

59

Comau Robotics Product Instruction

6.7 Spare parts list

In the following tables are indicated:

– Fabric spare parts kit, size S (single pieces are not provided)

– Fabric spare parts kit, size L (single pieces are not provided)

– TGB spare parts

Tab. 6.1 - Fabric spare parts kit, size S (single pieces are not provided)

For the maintenance of the MATE-XT, use only original spare parts.
Do not use spare parts for different purposes than those indicated.

Position Comau Part No. Description Quantity

1 CR82458705 T-structure padding 1

2 CR82458606 Lumbar pad 1

3 CR82458607 Right belt 1

4 CR82458608 Left belt 1

5 CR82458601 Arm supports 2

6 CR82458603 Right shoulder strap 1

7 CR82458604 Left shoulder strap 1

--- CR82458700 Complete kit ---
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Tab. 6.2 - Fabric spare parts kit, size L (single pieces are not provided)

Position Comau Part No. Description Quantity

1 CR82458605 T-structure padding 1

2 CR82458606 Lumbar pad 1

3 CR82458607 Right belt 2

4 CR82458608 Left belt 1

5 CR82458601 Arm supports 2

6 CR82458603 Right shoulder strap 1

7 CR82458604 Left shoulder strap 1

--- CR82458600 Complete kit ---
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Tab. 6.3 - TGB spare parts

Position Comau Part No. Description Quantity

1 CR82458200 Right Torque Generator Box 1

2 CR82458300 Left Torque Generator Box 1
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7. PARTS DISPOSAL

– If partial or total disposal of the MATE-XT is necessary, a separate collection of the
parts to be disposed of (e.g. iron with iron and plastic with plastic) must be carried
out.

The disposal operations must be carried out in compliance with the law in force in the
country where the MATE-XT is used.

The plastic parts of which the MATE-XT is composed are of type 7, according to
European Directive 97/129/EC.
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